
CERTIFICATE NUMBER 26-0529016-PDA

EFFECTIVE DATE 02-Apr-2026

EXPIRY DATE 01-Apr-2031

ABS TECHNICAL OFFICE London Engineering Department

 
 
 
 
 
 
 

This is to certify that a representative of this Bureau did, at the request of 

LOPOLIGHT APS 
located at 

BAKKEGAARDSVEJ 513,  , HUMLEBAEK, Denmark, 3050
assess design plans and data for the below listed product. This assessment is a representation by the Bureau as to the degree

of compliance the design exhibits with applicable sections of the Rules. This assessment does not waive unit certification or

classification procedures required by ABS Rules for products to be installed in ABS classed vessels or facilities. This

certificate, by itself, does not reflect that the product is Type Approved. The scope and limitations of this assessment are

detailed on the pages attached to this certificate.

Product: Navigation and Signal Light Control Panel 

Model: Lopolight Navigation Light Controller (NLC), Control panel and Navigation Lights. See

attachments for more information. 

Endorsements:

Tier: 2 - PDA Issued

 
This Product Design Assessment (PDA) Certificate remains valid until 01/Apr/2031 or until the Rules and/or Standards used
in the assessment are revised or until there is a design modification warranting design reassessment (whichever occurs first).
 
Acceptance of product is limited to the "Intended Service" details prescribed in the certificate and as per applicable Rules and
Standards.
 
This Certificate is valid for installation of the listed product on ABS units which exist or are under contract for construction
on or previous to the effective date of the ABS Rules and standards applied at the time of PDA issuance. Use of the Product
for non-ABS units is subject to agreement between the manufacturer and intended client.

																		

American Bureau Of Shipping

 
Peter Edward (Peter Deegan) Lewis

Deegan,Engineer/Consultant



As of 02/Apr/2026																		Design Assessed																		 

LOPOLIGHT APS  
BAKKEGAARDSVEJ 513 
HUMLEBAEK  
Denmark  3050 
Telephone:  
Fax:  
Email: Jan@lopolight.com 
Web: www.lopolight.com 
																																																																																		Tier: 2 - PDA Issued 

Product: Navigation and Signal Light Control Panel
Model: Lopolight Navigation Light Controller (NLC), Control panel and Navigation Lights. See

attachments for more information.
 

Endorsements:

 
Intended Service: 
For use on ABS-classed vessels and offshore facilities in accordance with the listed ABS Rules and International
standards.
 
Description: 
The system consists of a range of LED navigation lights, a navigation light controller (NLC) and a control panel.
The Navigation Light Controller comes in 3 models: Type A / B / C can control and monitor, respectively, <14 / 15-21
/ 22-28, individual lights simultaneously. The system is supplied by both main and emergency power sources and
equipped with an automatic changeover switch. Automatic visual and audible warnings will be provided in the event
of failure of a navigation light or power supply. An indicator for each navigation light is provided in the control panel.
 
All navigation lights (masthead, side, and stern) are designed with separate circuits, light sources, and connections.
For details on single and duplex LED navigation lights, including Manoeuvring lights and Towing lights, please see
the attached document, "Overview and relationships between products".
 
Rating: 
Power Supply: 100-240 VAC, Maximum 250W or 19-32 VDC, Maximum 250W
Frequency: 50/60Hz
Ingress Protection: IP66
Operation Temperature: -20C to +55C 
 
Service Restriction: 
Unit Certification is not required for this product. If the manufacturer or purchaser requests an ABS Certificate for
compliance with a specification or standard, the specification or standard, including inspection standards and
tolerances, must be clearly defined.
 
Comments: 
1) The Manufacturer has provided a declaration about the control of, or the lack of, asbestos in this product.
2) Unless specially directed by Administration, this approval is not to be construed as a substitute for flag
Administration's approval for SOLAS as amended.
3) This approval only covers the suitability of the navigation lights and control panel for their intended place of
installation. This Design Assessment covers hardware only. Each application/configuration and external connection is
to be submitted for approval for each specific case.
4) A masthead light, sidelights and a sternlight installed on board a ship not less than 50 m in length should be
duplicated or be fitted with duplicate lamps.
5) LEDs should only be used within the lifespan specified by the manufacturer to maintain the necessary luminous
intensity of LEDs. Application and use are to be in accordance with the manufacturer's instructions.
 
Notes/Drawing/Documentation: 
Drawing No. Declaration of Conformity, DoC regarding ABS PDA renewal 30JAN2026, Revision: 01, Pages: 01
 
Terms of Validity: 
This Product Design Assessment (PDA) Certificate remains valid until 01/Apr/2031 or until the Rules and/or
Standards used in the assessment are revised or until there is a design modification warranting design reassessment
(whichever occurs first). 
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Acceptance of product is limited to the "Intended Service" details prescribed in the certificate and as per applicable
Rules and Standards. 
 
 
This Certificate is valid for installation of the listed product on ABS units which exist or are under contract for
construction on or previous to the effective date of the ABS Rules and standards applied at the time of PDA issuance. 
 Use of the Product for non-ABS units is subject to agreement between the manufacturer and intended client. 
 
STANDARDS
 
ABS Rules: 
2026 Rules for Conditions of Classification , Part 1A, 1A-1-4/7.7, 1A-1-A3, 1A-1-A4, which cover the following:
2026 Marine Vessel Rules: 4-8-2/11.3, 4-8-3/1.7, 4-8-3/1.9, 4-8-3/1.11, 4-9-9/7, 4-9-9/Table 1 & 4-9-9/Table 2
 
2025 Rules for Conditions of Classification - Offshore Units and Structures, Part 1B, 1B-1-4/9.7, 1B-1-A2, 1B-1-A3,
which covers the following:
2026 Mobile Offshore Units Rules: 4-3-2/13.3, 4-3-1/9, 4-3-1/11, 4-3-1/15, 4-3-2/13.3, 6-1-1/9, 6-1-1/13
 
2026 Rules for Conditions of Classification – Light and High Speed Craft, Part 1C, 1-1-4/11.9, 1-1-A2, 1-1-A3,
2026 High Speed Craft: 4-7-9/7, 4-7-9 Table 9, 4-7-9/15.5
 
2025 Rules for Building and Classing Facilities on Offshore Installations (2026): 1-1-6/3; 3-7/3.5
 
National: 
NA
 
International: 
IACS UR E10 Rev 10:2024
IEC 60529:1989+AMD1:1999+AMD2:2013 CSV/COR1:2013
IEC 60945:2002/COR1:2008
IMO Res. MSC.253(83) (adopted on 8 October 2007)
 
Government: 
NA
 
EUMED: 
NA
 
OTHERS: 
NA
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